
408 

40 CFR Ch. I (7–1–08 Edition) § 420.57 

§ 420.57 [Reserved] 

Subpart F—Continuous Casting 
Subcategory 

§ 420.60 Applicability; description of 
the continuous casting subcategory. 

The provisions of this subpart are ap-
plicable to discharges and to the intro-
duction of pollutants into publicly 
owned treatment works resulting from 
the continous casting of molten steel 
into intermediate or semi-finished 
steel products through water cooled 
molds. 

§ 420.61 [Reserved] 

§ 420.62 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best practicable control 
technology currently available 
(BPT). 

Except as provided in 40 CFR 125.30 
through 125.32, any existing point 
source subject to this subpart must 
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control 
technology currently available. 

SUBPART F 

Pollutant or pollutant property 

BPT effluent limitations 

Maximum 
for any 1 

day 

Average of 
daily val-
ues for 30 
consecu-
tive days 

Kg/kkg (pounds per 
1,000 lb) of product 

TSS ................................................ 0 .0780 0 .0260 
Oil & Grease .................................. 0 .0234 0 .0078 
pH .................................................. (1) (1) 

1 Within the range of 6.0 to 9.0. 

§ 420.63 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable 
(BAT). 

Except as provided in 40 CFR 125.30 
through 125.32, any existing point 
source subject to this subpart must 
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-

cation of the best available technology 
economically achievable. 

SUBPART F 

Pollutant or pollutant property 

BAT effluent limitations 

Maximum for 
any 1 day 

Average of 
daily values 
for 30 con-

secutive days 

Kg/kkg (pounds per 1,000 lb) 
of product 

Lead ....................................... 0 .0000939 0 .0000313 
Zinc ........................................ 0 .000141 0 .0000469 

§ 420.64 New source performance 
standards (NSPS). 

The discharge of wastewater pollut-
ants from any new source subject to 
this subpart shall not exceed the stand-
ards set forth below. 

SUBPART F 

Pollutant or pollutant property 

New source performance 
standards 

Maximum for 
any 1 day 

Average of 
daily values 
for 30 con-

secutive days 

Kg/kkg (pounds per 1,000 lb) 
of product 

TSS ........................................ 0 .00730 0 .00261 
O&G ....................................... 0 .00313 0 .00104 
Lead ....................................... 0 .0000939 0 .0000313 
Zinc ........................................ 0 .000141 0 .0000469 
pH .......................................... (1) (1) 

1 Within the range of 6.0 to 9.0. 

§ 420.65 Pretreatment standards for 
existing sources (PSES). 

Except as provided in 40 CFR 403.7 
and 403.13, any existing source subject 
to this subpart which introduces pol-
lutants into a publicly owned treat-
ment works must comply with 40 CFR 
part 403 and achieve the following 
pretreatment standards for existing 
sources. 

SUBPART F 

Pollutant or pollutant property 

Pretreatment standards for 
existing sources 

Maximum for 
any 1 day 

Average of 
daily values 
for 30 con-

secutive days 

Kg/kkg (pounds per 1,000 lb) 
of product 

Lead ....................................... 0 .0000939 0 .0000313 
Zinc ........................................ 0 .000141 0 .0000469 
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